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ABSTRACT 
The objective of this work has been to demonstrate the feasibility of estimating automatically the 
size and orientation of subsurface defects in metals. The approach has been to (1) obtain computer-
gene~ated spect~a from various elastic scattering theories, (2) use these sp.ectra to train empirical 
nonl1near Adapt1ve Learning Network (ALN) models, and (3) evaluate the theoretically trained ALN's on 
eight physically recorded defect specimens via a blind test. The results demonstrate that very good 
defect characterization is possible and that a fully automatic and general purpose NDE system can be 
implemented. An average orientation error of 10.2 degrees has been achieved and the defect average vol-
ume error is 17.5 percent. 
The ALN models were synthesized using theoretically generated spectral scattering data from the Born 
Approximation (BORN), the Extended Quasti-Static Approximation (EQSA), and the Scattering Matrix Method (SMM) digital computer programs. The type of defects simulated were oblate spheroidal voids in a Titanium 
alloy. 
The ultimate significance of this work is to further support the mounting evidence that theoretical 
computer models can be used as ultrasonic calibration data in place of building physical specimens. The 
capability of (1) simulating many difficult-to-produce defect/geometrfcal·reflector scenarios in various 
metal matrices and, (2) using the ALN methodology to develop automatic detection, characterization and 
sizing methods using the simulated ultrasonic echoes will yield tremendous economic benefits. 
Results: 
OF RESULTS 
RECOMMENDATIONS 
1. The lowest average percentage errors made in 
estimates of the defect size parameters "A" 
and "B" were 20.0 and 5.9 percent, respective-
ly. For the orientation parameters "a" and 
"f!", the errors were 6.7 and 5.1 percent, 
respectively. The error in estimating the 
def~ct volume computed from the individual 
estimates of "A" and "B", was 17.5 percent. 
Furthermore, the three-dimensional average 
orientation error over the eight experiments 
was only 10.2 degrees. These results demon-
strate the feasibility of producing an auto-
matic flaw characterization algorithm via ALN 
means. 
2. It was found that the long wavelength A2 
coefficient provides significant information 
relative to the size and orientation of 
spheroidal defects. For pitch-multiple-catch 
(PMC) data, A2 was successfully used in con-junction with other spectral features to 
estimate the shorter defect radius (A) and the 
defect's polar angle (aJ. Also, a favorable 
comparison existed between experimental and 
theoretically generated PMC data. This favor-
able comparison could not be observed for 
pulse-echo lPEJ data since the PE experimental 
data had been optimized to give maximum spec-
tral bandwidth rather than reliable informa-
tion in the low frequency llong-wavelength) 
regime. However, for the theoretical data, 
a correlation of 0.97 was found to exist 
between the defect's larger radius (BJ and 
the average value of A2 computed from the 
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inner ring ta=30°) PE transducers; also, a 
correlation of 0.96 existed between the de-
fect's polar angle (a) and the ratio of 
inner to outer ring average value of A . 
These results clearly demonstrate the ~alue 
of A2 as a parameter for size and orientation 
estimates. 
3. A completely automatic and ~eneral ALN pro-
cessing algorithm has been developed for 
defect flaw characterization which also 
includes a fully automatic means of computing 
the long wavelength A2 coefficient. The 
algorithm employs deconvolution of the trans-
ducer characteristic so that the solution 
of problems can be achieved using~ commer-
cially available 5 MHz search unit. 
4. Use of the transducer arrangement in the 
pulse-echo (PE) mode yielded better results 
than the pitch-multiple-catch (PMCJ mode, at 
least when using ALN models trained on the 
BORN approximation data. This statement is 
supported by the fact that the average orien-
tation error improved by 7.3 degrees when 
changing from a PMC to a PE transducer 
arrangement. Also, the total number of 
waveforms needed for PE array processing was 
a factor of 3 less than that of PMC. 
5. A qualitative comparison of the PE scattering 
data generated by each of three theories 
lBORN, EQSA, and SMM) and experimental data 
was performed. The BORN and EQSA spectral 
shapes were found to be identical for bblate 
spheroidal void scatterers. The only observed 
difference between BORN and EQSA data was 
that EQ~A's spatial distribution of the total 
power feature {in the range of 0.4<ka<3.5) 
increasin~ the number of elements in thP. 
transmit/receive array; and {3} possibly, 
changing the transducer array to a more 
equispaced configuration. 
was more closely matched to the experimental 2. The present.study was concerned with evalua-
ting three scattering theories on a common 
basis. In doing so, the SMM theory was con-
siderably under-utilized because the phase 
information, not found in the BOHN or EQSA 
program, was discarded from analysis for the 
sake of maintaining a common basis for com-
parison. The additional information provided 
by the phase spectrum should be very useful 
in characterizing flaws. Therefore, it is 
recommended that the ~~M phase information be 
incorporated in all future work. 
data. The spectral bandwidth \i.e., the second 
spectral moment) for these two theories was 
also in good agreement with that observed 
from experiment. ~pectral data produced by 
the SMM theory possessed greater detail tnan 
that of the tlORN and EQ~A theories. In this 
respect, SMM spectra prov1dea a closer match 
to experimental spectra. Tne SMM data was 
the closest of three theor1es to faithfully 
mim1c the center frequency {first spectral 
moment) spat1al aistribution. 
6. From a quantitative v1ewpoint, the three 3. J. Rose's transformation from frequency to 
R-space should be incorporated into the ALN 
procedure to test its utility for yielding 
further improvements in defect characteri-
zation. 
theories yielded almost identical orientation 
estimates, with an average error of approxi-
mately 12 degrees \Over a possible lBO de-
grees}. However, the average error in com-
puting the defect's size varied among the 
three theories·. For BORN, EQSA, and SMM, the 4. ln the development of further flaw character-
ization systems, a "combined theory" data 
base might be considered, where the best 
features of each theory would be used for 
ALN model synthesis. ln this manner, a 
larger and more representative feature set 
could possibly be postulated. 
average size errors were 32, 26, and 54 
microns, respectively. 
conclusions 
1. use of theoretically generated data combined 
with ALN technology to accurately and auto-
matically character1ze spheroidal-shaped 5. The present study is concerned with L~L mode 
scattering only; however, L~S mode scattering 
shoula also be considered in future work since 
the ripple period in the scattered shear wave 
spectrum is more observable than in the 
scattered longitudinal spectrum. 
flaws via ultrasonic inspection has been 
favorably established. 
2. The EQSA theory, compared to the BOHN theory, 
provides a closer approximation to experimen-
tal scattering data. This is supported by 
the facts that {1) the EQSA-trained size 6. In order to realize a quantitative NDE flaw 
characterization system, the ability to dis-
criminate between crack-like defects and 
ellipsoidal-shaped defects is necessary. A 
completely automatic ALN-based NDE system 
models were more accurate than BORN when eva-
luated on experimental data; and, {2) the 
EQSA total power spatial distributions were 
in excellent agreement with the experimen-
tally observed distributions. The EQSA pro-
gram {written by J. GubernatisJ is also very 
efficient in generating large data bases. It 
is therefore recommended that other groups 
interested in inversion techniques consider 
the EQSA theory in place of the ~ORN theory. 
The SMM theory provides the closest match to 
experiments than the other theories investi-
gated. However, it is believed more analysis 
is needed to make best use of the "more 
detailed" spectral information. 
3. The orientation estimates for BORN PE models 
are superior to the BORN PMC models probably 
because the BURN approximation is most accur-
ate in the backscatter position. A qualita-
tive observation to support this fact was 
that the radiation pattern {or polar plot) 
of the scattered energy was "sharper" {i.e., 
more peaked} for the PE mode than in the PMC 
mode and matc~ed experimental results more 
closely. 
Recommendations 
1. improvements in estimating defect size and 
orientation can be achieved by \l) increasing 
the number of experiments in the training 
set from, say, 240 to aoout 1000; \2) 
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will need to character; ze both two- and three-
dimensional flaws. The present work has 
addressed three-dimensional defects. t sim-
ilar effort should now be performed to char-
acterize the size and orientation of two-
dimensional flaws. Also, an ability to 
discriminate between two- and three-dimensional 
flaws will be needed as illustrated in Fig. 1. 
It is recommended that the coming year's work 
focus on implementing the system shown in 
Fig. 1. 
INTRODUCTION 
The determination of the characteristics of 
subsurface defects in materials by non-invasive 
techniques is an important and challenging task 
in the non-destructive evaluation {NDEJ of materials. 
The descr1ption of the scattering wave equa-
tions for defects of known geometries and material 
properties -- the "forward" problem -- has been 
a topic of several investigations. Krumhansl, 
Domany and Gubernatis were responsible for apply-
ing the HORN approximation to estimate the scat-
tered power spectrum from spheroidal-shaped defects. 
[1]. Gu5ernatis later used a more powerful tech-
nique, known as the extended quasi-static approxi-
mation, to estimate scattered fields from spheroids 
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Fig. 1. Decision logic for char.acterizing botn two ancl three-dimensional defects. 
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[2]. Rapid convergence is an advantage of both of 
these methods. Varadan and Poa introduced a matrix 
approach to elastic wave scattering appl1cable to 
arbitrarily shaped scatterers [3]. The computer 
implementation of this technique requ1res consid-
erably more computation than the aforementioned 
approximat1on, but the solutions are more accurate. 
Aaditional ly, both amplitude and phase information 
are yielded from the SMM so1ut1on. Achenbach has 
developed and programmed the equations of scatter-
ing from elliptical cracKs based on elastodynamic 
ray theory [ 4]. 
From the NDE standpoint, the interest has 
been in the solution of the"inverse" problem; 
namely, how can the defect characteristics be 
described Knowing the theoretical, or observed, 
scattering waveform. Studies by Tittmann and 
Cohen have shown some success using the BORN approxi-
mation [5]. Richardson has been successful with 
an inversion procedure utilizing measurements in 
the long wavelength Rayleigh regime [6]. Rose has 
shown that the effective radius of a defect can 
be estimated by applying sine transforms to the 
scattered amplitude spectra [7]. 
Mucciardi, Whalen and Shankar were the first 
· to apply a systemat1c and automat1c signal process-
ing approach -- Adaptive Learning Network method-
ology-- to the inverse problem [12]. This report 
presents results of this continuing study in which 
characteristics of spheroidal defects, imbedded in 
a Ti-64 alloy, were measured accurately by analysis 
of the ultrasonic energy scattered from these 
defects. 
The defect geometry, theoretical data base 
characteristics, the transducer array geometry, 
and the experimental data set are described in 
this section. The present work has been confined 
to oblate spheroidal voids. 
Defect Geometry 
A sp~eroid is a three-dimensional surface 
formed by rotating an ellipse about one of its 
axes. When the rotation is about the minor axis, 
the result is an oblate spheroid. 'Tlle spheroid's 
size and orientation can be specified uniquely by 
four parameters (labelled A, B, a, ana 6) as illus-
trated in Fig. 2. The following definitions apply: 
A - minor radius lalong one dimension} 
B - major radius (along two dimensions} 
a - polar orientation: angle between positive 
Z-axis and the symmetry axis 
a - azimuthal orientation: angle between 
positive x-axis and projection of the 
symmetry axis on the X-Y plane 
Throughout the remainder of the report, the 
defect's geometry will be represented by these 
four parameters. Also. the ALN models are syn-
thesized to directly est1mate these four para-
meters. The spheroid's volume is defined as 
(411/3)AB2 • 
z 
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Fig. ~. Oblate spheroid coord1nate geometry. 
Theoret1cal Data Base 
Identical training data bases were generated 
from each of the three computerized sphero1d scat-
tering theories (BORN, EQSA, and SMM). A total of 
240 synthet1c experiments were produced in each 
case. An "experiment" consisted of generating 
the scattered power spectrum of a differential 
cross-section at 17 fixed posit1ons in space for 
a given defect size and orientation. Six sizes, 
each at 40 orientati9ns, were represented as shown 
in Table 1. The ka 1 range of the theoretical data 
was 0.297 to 4.361. ~o. information in both the 
long and medium wavelength regimes was represented. 
In the computer programs, the elastic con-
stants of the Ti-64 host material were set to: 
A = .965 x 10 dynes/em 
p = .406 x 10 dynes/em 
p = 4.42 gm/cm3 
where A and p are the Lam~ parameters and p is 
the material density. 
The longitudinal and shear wave velocities 
in the medium are determined from these values. 
The elastic constants of a void are all equal to 
zero. 
Only L+L mode scattering was considered. 
(The shear wave spectrum should be considered in 
future work since the period of the spectrum is 
about one-half that of the longitudinal spectrum. 
Tnis 1s an important consid.eration in physical 
band-fimited systems since the ripple period con-
tains information relative to the physical char-
acteristics of the defect. 
Transducer Array Geometry 
Both pitch-multiple-catch (PMCJ and pulse-
echo (PE) transmitter/receiver arrays were used 
to measure the scattered spectrum. Theoretical 
PMC data were generated only for the BORN program 
due to cost considerations. PE data were generated 
from each of the three scattering theories. The 
17 transducer positions were fixed to cover a 
120-degree solid angle aperture on the surface of 
l/ "ka" is the product of the wave number (211 • 
A =wavelength} ana the defect radius. It A 
ka < 1, t:he wavelength is larger than the defect 
radius. 
Table l. Spheroidal defect sizes and orientations 
represented by the theoretically-
generated power spectra. Scattering 
data at 40 orientations were produced 
for each defect size. 
SIZE 
NUHBF.R 
1 
2 
3 
4 
5 
6 
llF.t"ECT 
SJZF. ka RI\NGF. 
j (HIC~ONS\ (HIC~QHSJ MIN .h. 
so 300 0.297 2.616 
150 300 0.297 2.616 
100 4()0 o. 396 3.488 
200 400 o. 390 3.488 
100 500 0.496 4.361 
300 son n ••• ,, 
DEFECT 
ORIF.Nrl\Tt~ ORIENTATION 
H\MIER B a 
(DF.GREES) (DEGREES) 
1 1 65 
2 10 
3 20 
4 30 
5 40 
6 50 
7 60 
8 70 
9 80 
10 89 65 
11 1 150 
I I I 
20 89 150 
21 1 235 
I I I 
30 89 235 
31 1 320 
I I I 
40 89 320 
6 SIZES 
40 
ORIENTATIONS 
a spherical "part". Hence, 33 percent of the 
total surface area was covered. 
The transducer arrangements for the PMC mode 
are shown in Fig. 3. 
The transducer configuration consisted of two 
circular arrays of eight elements eacn, and a top 
center \a north pole) transducer. The "inner 
ring" array covered a 6u-degree solid angle sur-
face, and the "outer ring" a 120-degree solid angle 
surface. The "north pole" transducer plus four 
transducers in the outer ring were used to transmit 
a longitudinal wave. Both inner and outer rings 
were used as receivers for the north pole trans-
mitter, but only the inner ring receivers were used 
when transmission was initiated at any of the four 
outer ring transmitters. Hence, no PE information 
was used 1n the PMC mode. A total of 48 waveforms 
per experiment was generated in this manner. 
The theoretical spectral bandwidth was chosen, 
for each waveform, to lie between 1.0 and 8.8 MHz 
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) 
in incremental steps of .39 MHz. Hence, each 
waveform contained 21 points. Only the received 
longitudinal waves considered in this study (to 
conform to the available experimental data which 
were only recorded in the L+L mode). 
ln the pulse-echo mode, each of tne 17 trans-
ducers were used in the backscatterer mode only. 
Therefore, only 17 waveforms were processed in 
each experiment, compared to the·"48 in the PMC 
mode. The PE array configuration is shown in Fig. 
4. 
Experimental Data Base 
The eight physical defect specimens were 
fabricated by the Rockwell.Science Center; the 
construction process and the data collection can 
be found in Reference [5]. The size and orienta-
tion parameters of the defects are listed in 
Table 2. 
Table 2. Size and orientation parameters of the 
eight physically recorded spheroidal 
defect specimens 
DEFECT DEFECT 
EXI'ERIMm1' SIZE ORIENTATION 
HlMilER A B a B 
(!IICROIIS) (!IICRONS) (DEGREES) (DEGREES) 
1 200 400 0 ·o 
2 200 400 30 225 
3 100 400 80 160 
4 100 400 0 0 
5 200 400 8~ 160 
6 100 400 30 180 
7 200 400 30 180 
8 100 400 3C 225 
WAVEFOKM PROC~SSING: 
DECUNVOLUTION & FEATURE EXTRACTIUN 
Overview 
The general processing strategy of the spher-
oidal flaw characterization algorithm is diagrammed 
in Fig. 5. A set of "primary" and "secondary" 
features were computed from the extensive set of 
"experiments" generated from each of the scattering 
theory programs. The primary features were selected 
to measure global characteristics of the scattered 
spectra; the secondary features were spatial com-
binations of the primary features. The secondary 
features were used as inouts to train four ALN 
models to estimate the defect's size and orienta-
tion parameters, respectively. These models were 
evaluated subsequently via a blind test on physi-
cally recorded defect specimens processed "in a 
manner cpmpatible with the theoretical data, as 
shown in Fig. 5. 
Primary ~pectral Features 
The primary feature computation was identical 
for both PMC and PE experiments. Fig. 6 shows the 
basic steps for computing primary features from 
the ultrasqnic experimental data. Each scattered 
experimental UT waveform was digitized at 100 MHz 
and a block of 250 samples was the time window 
of interest. The time domain waveforms (X(tJ) 
i! 
l! 
y 
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60° SOLID A:;GLE 
SPHEROIDAL OEFF.CT 
OUTER RING RECEIVERS INNER RING RECEIVERS 
POLAR VIEW 
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OUTER RING~~ __.--· 
. X 
RECEIVERS 
Fig. 3. Pitch-catch transmitter and receiver positional configuration 
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Fig. 4. Pulse-echo transmitter and receiver positional configuration 
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Fig. 5. Processing strategy for spheroidal flaw characterization algorithm 
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Fig. 6. Flow chart showing primary feature computation for both PMC and PE experimental data 
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1.-8. 8 MHZ 
were padded with zeros to 1U24 samples and trans-
formed to the frequency domain via the Fast Fourier 
Transform. A 512-point power spectrum (P(f)) was 
computed; having a maximum frequency of 50 MHz. 
The frequency resolution was 0.09766 MHz. The last 
41~ points in the spectra were discarded since 
they were wel I outside the 1-8 MHz transducer band-
width. Visual examination of the power spectra 
showed considerable low frequency energy in the 
0.1- to 0.9-MHz band, which was below the response 
of the transducer. \This artifactual information 
was probably caused by the recording instrumenta-
tion.) The specrral components in this low fre-
quency band were set to zero as a means of remov-
ing the unwanted low frequency information. 
Another somewhat undesirable characteristic 
was the presence ot· jagged ripples "riding" on 
the spectral envelope. These could have been side 
lobes caused by FFT processing or information 
pertaining to the defect itself. To de-emphasize 
their presence, a 15-point symmetric smoothing 
filter was convolved with each spectrum to low-pass-
filter the spectral ripples. This operation was 
performed as follows: 
where 
+7 
P(f) = _~: P{fi+j) S(fj) ; i- 1,93 (1) 
J=-7. 
Ps(f;) =the i-th smoothed spectral point, 
P lfi) = the i-th unsmoothed spectral point, 
S lfi) = the symmetric smoothing filter. 
The filter function S\f) was ~pencer's 
smooth1ng formula. A list of the coefficients 
and the transform characteristics can be found in 
Reference [8]. An equivalent effect to smoothing 
could also be obtained by implementing a multipli-
cation window on the time domain echo responses 
such as the Hamming or Kaizer-Bessel windows. 
Deconvolution 
In order to desensitize the algorithm to the 
specific effects of the transducer and pulser/ 
receiver, a deconvolution process was employed. 
In addition to being desirable from the point of 
view ?f creating a ~ general algorithm, decon-
volutlon was necessary to accurately compute the 
long wavelength Az coefficient. The deconvolution 
operation was performed by dividing the power spec-
tra of the scattered waveforms by the sum of the 
power spectra of a reference waveform and a stabi-
lizing constant, as represented by the equation: 
where 
Ps(fi) 
P0lf;l -R(f;J + e l2) 
the discrete deconvolved spectrum, 
the smoothed spectrum, 
reference spectrum, 
= constant computed from the noise 
level and desired bandwidth of the 
d~convolved signal. 
The reference spectrum, R(fi), was the power 
spectrum of the through-wall pitch-catch echo 
response in a T1 sample when no defect was present. 
The quantity, e, in \2) is added to each value of 
R(fl·) to inhiblt deconvolution instability at the 
tai ends of the transducer bandwidth. A su1table 
cho1ce for E was found to be 10 percent of the peak 
value of the reference spectru~. Additional infor-
mation regarding deconvolution can be found in 
References [9], [10] and [11]. 
The tota 1 pov1er feature, PT, was computed 
by summing the power spectral values over the 
approximate range of l.U-8.8 MHz. This was the 
full usable portion of the deconvolved spectrum. 
Th1s spectral feature has been established previ-
ously as informative relative to the defect size 
and orientation when comparing tlORN-generated 
data to physical data [12]. The total power 
feature was computed as follows: 
total power: Tp = EP0(fiJ; f = l.U-8.8 MHZ (3) 
The first and second spectral moments were 
included as primary spectral features in order 
to: {1) monitor spectral shifts and changes in 
bandwidth relative to different receiver spatial 
locations and different sized and oriented defects 
in the experimental data and, \2) compare these 
spectral changes to those observed in the theore-
tical data. The formulas for computing these 
features are: 
f1rst moment: llt = (T~} ~:P0 \fi)f1 ; (4) fi = 1.0-8.8 MHZ 
second moment: u2 = (T~J l:Po(fi J(fi-lll) 2 ; \5) f; = 1.0-8.8 MHz 
One convenient aspect of the spectral moments 
is that they are self-normalizing with respect to 
signal amplltude, hence the tneoretical and experi-
mental values can be compared directly. 
Long Wavelength Feature~ Computation 
Inclusion of the long wavelength A2 coeffi-
cient as a primary spectral feature was motivated 
by Richardson's favorable comparison of theoretical 
to experimental results for this parameter (6]. 
considerable analysis of scattering theory 1n the 
long wavelength regime has been performed by 
Rice [13]. The goal of the work presented here 
was to develop an automatic means for determining 
A2, the coefficient of the first term in an even 
power series expansion of the scattered magnitude 
spectrum. In order to eliminate the need for 
establishing a constant of proportionality between 
the theoretical and experimental results, each 
spectrum was normalized by dividing each component 
by the total power feature before computing A2• 
The log-log magnitude spectrum was formed 
from the power spectrum over the range of 1.0 to 
approximately 2.5 MHz. This corresponded to ka 
values in the range of 0.4-1.2 for defects of 400 
uM radius. Now, log Az can be found by computing 
the log-power axis intercept from the linear 
portion of the log-log spectrum having a slope of 
two. A2 can then be found by exponentiation. 
The slope-of-two portion of the power curve was 
not known and, hence, had to be located by computing 
1~0 linear regression coefficients over the above-
mentioned range anQ then determine which contiguous 
group of points in tne log-log spectrum came closest 
to having a slope of two. The intercept was then 
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formed by the extrapolation formula: 
1 N 2 N 
intercept: Log A2 = N _E Yi - N E X; 
J=l j=l 
(6} 
where, X and Y are the logar1thmic spectral values 
f; and Pu(fiJ over the best fitting slope-of-two 
range. A flow chart showing computation of A2 1s 
shown in Fig. 7. 
The primary features were computed from the 
theoretical data bases in the same manner as men-
tioned above, with the exception of the steps 
involving power spectral computation, spectral 
smoothing, and deconvolution. 
Computat1on of the primary features represen-
ted a considerable reduction in the amount of 
data associated with each experiment. Instead of 
storing a scattered waveform at each receiver loca-
tion, only four representative values need be 
saved. 
Secondary Spectral Features 
The "secondary .. features were statistical 
quantities computed mainly from the circular 
receiver arrays. Their purpose was to quant1fy 
the spatial distribution of the primary features. 
The number and type of features varied slightly 
between the PMC and PE experiments due to the 
greater number of receivers for PMN. Also, the 
total power of the ~ORN PMC data was normalized 
around each receiver ring instead of a single 
constant for all total power in the experiment. 
lt had been noted that in last year's effort 
[12], the power distrioution 1n the polar direc-
tion was significantly greater from the BORN pro-
gram than that observed in the experimental data. 
Secondary Spectral Features: Pitch-Multiple-Catch 
Mode 
Four general types of PMC secondary features 
were computed: 
1. Statistical: sample means and standard 
deviations; 
2. Circular: circular mean and circular variance; 
3. Ratios of primary features; 
4. Eigenvalues of correlation matrix. 
The statistical features were averages and 
standard deviations of the primary features around 
the inner and outer receiver arrays. Th.e mean 
values for the total power primary features were 
not included since they were normalized as mentioned 
above. 
The circular mean was an angular feature which 
located the first moment of the scattered power 
around a circular receiver array. Th1s feature 
was thought to oe useful in determining e, the 
azimuthal defect orientation angle. Calculation 
of the CM was as follows: 
CM = tan-l (S/C) + Y 
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• where: 
s 
c 
and 
P{.p,a) 
315° 
E P(~.a} sin~ 
~=0 
315v 
E 
.p=O 
P(~.e} cos 4> 
0 if s > 0, c > 0 
1r if c < 0 
211" if s < 0, c > 0 
one of the primary features 
receiver position (.p,a) at 
S and C were also used as secondary features. 
In the above computation, e remained fixed at either 
30 degrees {inner ring) or 60 degrees (outer ring); 
therefore, eight terms were summed in computing 
either S or C. 
The circular variance feature is defined 
between zero and unity and was a measure of the 
power d1spers1on about the circular mean of a 
given circular array: 
315° 
CVAR = 1 - E P(.p,e} cos (.p-CMJ 
~=0 
For each of the four outer ring (e=60 degrees) 
transmitters, a ratio feature RI was computer, 
defined as follows: 
A four-by-four correlation matrix was computed 
by correlating the primary features distributions 
at the inner ring receivers for each pair of the 
four outer ring transmitters. For instance, the 
correlation coefficient, P; j' for transmitters 
i and j can be computed as fo1lows: 
P· • = 
1 •.:! 
where, 
315u 
E [Pi(.p,30) - P (30)] [Pj(.p,3U) - P (30)] 
.p=O 
i = 1,2,3,4; j = 1,2,3,4 
The eigenvalues of the Pi j matrix were used 
as features. ' 
As mentioned above, the standard deviations 
(a) around the 8-element arrays wer.e computed. 
For each of four outer transmitters, one such a 
was computed. The mean and standard deviation of 
these four a's were also used as features. 
INPUT: 
DECONVOLVED POWER 
SPECTRUM 
HORMALIZE THE DECONVOLVED POWER 
SPECTRUM BY TOTAL POWER 
COMPUTE LOG-LOG MAGNITUDE 
SPECTRUM FROM DECONVOLVED 
POWER SPECTRUM 
COMPUTE SLOPE COEFFICIENTS (Sj) 
BY LINEAR REGRESSION OF ALL 
COMBINATIONS OF CONTIGUOUS 
POINTS IN DESIRED ka RANGE 
SELECT SEGMENT OF LOG-LOG 
SPECTRA HAVING SLOPE 
CLOSEST TO 2 
COMPUTE THE LOG-MAGNITUDE-
AXIS INTERCEPT (int) FROM 
SEG~£NT FOUND ABOVE 
EXPONENTIATE INTERCEPT TO 
DETE&~INE LONG WAVELENGTH 
A2 COEFFICIENT 
"' 
OUTPUT: VALUE OF A2 
PD(fi) 
EPD(fi) 
log jPD(fil} 
log(fi) 
10 ( int) 
Fig. 7. Flow chart to compute long wavelength A2 coefficient 
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Secondary Spectral Features: Pulse-Echo Mode 
The PE total power at each receiver was nor-
malized by the sum of the total power of all 17 
receivers. ln this manner, the three-dimensional 
relative scattered power distribution was not 
destroyed. There were five types of features com-
puted from the PE primary features: 
l. Statistical~ 
2. Circular; 
3. Ratios; 
4. E1genva1ues; 
5. a-plane features. 
The stat1st1ca1 features were the sample mean 
and variance of the primary features computed from 
the inner and outer receiver rings. The circular 
means and variance were also computed around these 
rings. in the same manner described above. The 
ratio features were the mean inner ring primary 
features diviaed by the mean outer ring primary 
features. 
The eigenvalue features for the PE data were 
different from those described above in the follow-
ing way. A spatial covariance matrix was computed, 
weighted by the values of the primary features. 
For instance, using the total power lPi} as the 
weighting coefficient, the spatial covariance matrix 
was computed as: 
17 
l'iXiZi 1: P·X2 l: PiXiYi l: ; 1 1 
c= l: PiXiY; l: P;Yt l: P;Y;Zi 
i: PiXiZi l: P;YiZi i: P1zt 
The three e1genvatues of this matrix yield 
information about the spatial distribution of total 
power (P1), which, in turn, yields information 
about the defect's orientation and size. An explan-
ation of the meaning of these eigenvalues can be 
found in Reference [14]. 
Another type of secondary feature was computed 
from five receivers in the a-plane. An estimate 
for the defect azimuthal angle "a" was computed 
from the circular mean of the inner and outer 
rings. If the estimated value of 13 -- denoted as 
a-- fell along an increment of 45 degrees, f1ve 
receivers were found at 3U-degree increments 1n 
tnat plane. lf a fell at an arbitrary position, 
the values at these missing receiver positions 
were estimated by interpolation. From these five 
receivers, the mean, standard deviation, first and 
second moments, and ratio of tnree inner to four 
outer values were taken. There were ·52 secondary 
PE features computed. 
RESULTS 
The most significant aspect of this work was 
to establish that the theoretically tra1ned ALN 
models yielded accurate size and orientation esti-
mates when evaluated on e1ght physical IY recorded 
spheroid samples via a blind test. Tnese numer1ca1 
estimates are presented below. It was also inter-
esting to note that the ALN modeling procedure 
recognized d1fferent spectral feature sets for eacn 
of the different theories, which suggests that 
even better performance might be obtained by syn-
thes1zing models on a combined theory feature set. 
This is recommended for future work. It should be 
noted that the evaluation was "blind" 1n the sense 
that no portion of the physical data was used 
to influence the ALN model synthesis procedure. 
Qualitative comparisons of the theoretical 
and experimental data are presented below in the 
form of radiation patterns \POlar plots) of tne 
primary features. Also, a comparison of the 
scattered spectra for the three theories is shown. 
The BOKN and EQSA shpectra were identical in their 
overall shape (i.e., smootn and sinusoidal in 
nature), while tne SMM-generated spectra possessed 
greater spectral detail. The SMM spectral most 
closely matched the exper1mental data. 
The numerical est1mates for the physical de-
fect parameters A, B, ~. and a for each of the 
eight experiments are presented in Table 3. Also 
listed are the estimated volume (V), computed 
from the ALN outputs for A and B; and the "orienta-
tion error", computed from the ALN estimates for 
a and s. Four methods were used in estimating each 
parameter as shown. The average absolute error 
lAAE} and the percentage average absolute error 
(%AAE) were computed on all estimates over the 
eight exoeriments and appear in the rignt-hand 
coJumns27. The "true" experimental values for 
A, B, a, s. and V are shown in the top r.ow of 
each group. 
Estimates for the size. parameters "A" and "tl" 
were comparable for each of the four methods. 
The lowest percentage average ab~olute errors for 
these parameters were i:!O.u percent for "A", yielded 
by the t:.QSA PE model, and !>.9 percent for "B", 
yielded by the BORN PE model. Note, however, that 
the average absolute errors are about the same 
for these two models (about 2o microns}. Also, 
note that each of tne three theories yielded 
approximately the same results. 
F1gure 8 1s a pictorial display of the size 
estimates presented in Table 3. Here, ellipses 
are drawn ·whose major and minor axes are the model 
estimates for A and B for each of the four methods. 
The true estimates are shown at the top of the 
figure. 
Estimates for the polar orientation "~" were 
def1nitely superior in the Pt:. models compared to 
tnose produced by the BURN PMC model. Improvements 
of approximately 12 percent were observed for the 
former methods. The probable reason for increased 
performance was due to reliable generation of 
theoretical "backscatter" data. The I:IORN program's 
abil1ty to generate pitch-catch data is suboptimal. 
Pitch-catch data from the theories other than BORN 
were not pursued because of cost considerations in 
generating the computer data. 
2/%AAE for A and 1:1 was computed by dividing the 
absolute difference between true and estimated 
va I ues by the true value, then aver.agi ng over 
eight experiments. The %AAE and ~ and 13 was com-
puted by dividing the AAE for these values by 
their respective ranges, 90 and 180. 
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' Table 3. Size and orientation estimates for the eight experimental spheroidal defect samples determined 
from the theoretically-trained ALN models. 
EXPERIMENT NUMBER ERROR 
PARAMETER 
TYPE METHOD 1 2 3 4 5 6 7 8 
AAE %AAE 
MINOR TRUE 'A' 200 200 I:Loo 100 200 00 200 100 -- --
AXIS BORN PM: 207 250 88 73 433 106 226 96 45.6 25.9 
A 
(MICRONS) BORN PE 198 189 1178 101 191 201 195 175 35.3 33.6 
EQSA PE 209 174 1129 149 194 135 1157 95 25.3 20.0 
SMM PE 186 147 l259 121 175 145 147 64 50.7 41.7 
MAJOR TRUE 'B' 400 400 400 400 400 400 400 400 -- --
AXIS BOR-1 PM:: 442 412 424 419 426 421 481 394 28.9 7.2 
B BO:R-1 PE 474 417 365 428 (MICRONS) 385 397 399 417 23.8 5.9 
EQSA PE 383 364 379 361 434 371 379 389 26.0 6.5 
SMM PE 278 342 ~85 458 395 410 354 444 57.3 14.3 
POLAR TRUE 'a' 0 30 80 0 80 30 30 30 -- --
ANGLE BOR-IPM: 10 13 80 23 38 31 6 2 18.1 20.1 
(l BO:R-1 PE 14 (DEGREES) 18 76 8 63 34 41 38 9.8 10.3 
mBA PE 4 28 80 11 67 42 53 36 8.9 9.9 
SM-1. PE 7 14 80 -5.9 83 24 40 29 6.0 6.7 
AZIMUTHAL TRUE '13' -- 225 160 -- 160 180 180 b5 
-- --
ANGLE BORN PM:: 225 ~66 209 180 180 225 9.2 5.1 -- --
BORN PE -- 207 !158 -- 189 200 199 ~17 16.0 8.9 
13 
198 !160 ~09 (DEGREES) mBA PE -- -- 183 195 192 15.5 8.6 
SM-1. PE - 223 169 -- 183 188 188 ~32 9.5 5.3 
TRUE 'V' 134 134 67 67 134 67 134 67 
-- --
VOLUME.!/ BOR-IPM: 169 179 66 54 329 79 219 62 48.9 39.4 
v BOR-1 PE 186 138 99 77 119 133 130 ~27 30.4 38.3 
(MICRONS 3 mBA PE 128 97 78 81 153 78 94 60 18.1 17.5 
X 10 6 ) sr+i PE 60 72 88 119 14 102 77 53 41.9 42.6 
ORIENTA~J,ON BOR-1 PM: 10.0 17.0 5.9 23.0 57.7 1.5 23.9 28.0 20.9 11.6 
ERroR 
BORN PE 14.0 14.0 4.5 8.0 32.2 11.4 15.5 8.9 13.6 7.5 
'OE' 
(DEGREES) ~APE 4.0 13.1 0.0 11.0 25.6 14.9 24.2 10.4 12.9 7.2 
~PE 7.0 16.0 8.9 4. 9 22.9 7.D 11.0 3.6 10.2 5. 6 
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~ CJ:) 100 X 400 EB 200 X 400 D 
207 X 442 250 X 412 
88 X 424 73X 419 EB E9 E:E3> 
BORN PMC 433 X 426 
106 X 421 96 X 394 E9 226 X 481 / ~- ...... ~ E9 ' ._._ .7  
176 X 365 101 X 429 199 X 474 189 X 417 
ffi CJ::) ffi 8 
BORN PE 201 X 397 175 )( 417 191 X 365 195 X 399 
EB EB ffi EB 
129 X 379 149 X 361 209 X 383 174 X 364 
EB EB EB 
EOSA PE 135 X 371 95 X 389 194 X 434 157 X 379 
CD ~ ffi EB 
259 X 285 121 X 458 186 X 276 147 X 342 
EB CD EB EB 
SMM PE 145 X 410 64 X 444 175 X 395 147 X 354 
8 !'!"\ EB '-1.../ 
Fig. 8. True versus estimated sizes for eight experimentally recorded oblate spheroid defects. 
Four methods were used to trains ALN's: l) BORN pitch-multiple catch; 2) BORN pulse echo; 
3) Extended Quasi-Static Approximation (EQSA) pulse echo; and 4) the Scattering Matrix 
Method (SMM) pulse echo. The "true" sizes were 100 x 400 microns and 200 x 400 microns, 
each at four orientations. 
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The swal lest observed average absolute error 
for the orientation estimates were 6.0 degrees 
for the polar angle "a", yielded by the SMM PE 
model, and 9.2 degrees for the azimuthal angle 
"13", yielded by the BORN PMC model. Both values 
are excellent error estimates for the defect 
orientation considering the sparse spatial separa-
tion of the transducers: 30 degrees in the polar 
direction and 45 degrees in the azimuthal direc-
tion. One way that the orientation accuracy could 
be improved is by increasing the number of array 
elements. 
Estimates of the spheroid's volume \V) were 
computed from the individual A and tl estimates for 
each of the four methods by tne formula: 
The results are listed in Table 3. The EQSA PE 
models provided the best estimates of volume with 
a 17.5 percent average abolute error. 
Another way of presenting the orientation 
error 1s by measuring the absolute angle between 
the true symmetry axis (S) and the estimated sxm-
metry axis (S). This is computed from the deflni-
tion of the inner product of the two orientation 
vectors: 
S·S = iS I IS! cos~ = SxSx+SySy+SzSz 
If the magnitudes of S ana S are arbitrarily 
set to unity: 
~ = cos- 1 (SxSx+SySy+S2S1 ) 
where the X, Y, and Z components of SandS are 
computed from tne true and estimated orientation 
angles, a and 13. Table 3 shows the smallest 
average absolute orientation error to be 1U.2 
degrees for the SMM PE models. A way of viewing 
the orientation error 1s shown in Fig. 9. tach 
axis represents zero orientation error for each 
of the four methods. The smaller arrows on tne 
outside of the circle represent the computed errors 
for each of the eight experiments. tThe error 
wil 1 never be negative, by definition.) Note that 
each of tne three theor1es produced comparable re-
sults in the PE mode. 
A list of tne features selected by each of the 
four methods is given in Table 4. From left to 
right, the columns in each group refer to the pri-
mary feature type, the receiver group from which 
the secondary feature was computed, a description 
of the secondary feature, ana the ALN models which 
selected tnat feature as being important. Note 
that the selected BORN PMC feature set was consider-
ably larger than those selected by the other methods. 
This was due to the more extensive candidate fea-
tures list accommodating the larger number of PMC 
receivers. 
The AU:I model based on EQSA PE selected a 
total power feature almost exclusively, whereas the 
other methods utilize more of tne spectral features. 
Radiation plots of the four primary features 
for a 200 ~M by 400 ~M oblate spheroid defect with 
orientation a = 80 degrees and 13 = 160 degrees are 
shown in Fig. 10. In each plot, the magnitude of 
the primary feature at each inner ring receiver 
was plotted as a,function of the azimuthal receiver 
angle$. Both theoretical and experimental data 
are superimposed on each plot. Notice the similar-
ity between alI three theories and experiments 
for the total power feature. Also, it can be seen 
how dissimi Jar the A2 coefficients are when com-
paring theory and experiment. As mentioned pre-
viously, one reason for this is that the P~ experi-
mental data were recorded with the pulser set to 
provide the broadest band response. This yielded 
very few data points in the ka < 0.5 region; hence, 
the values of A2 for the experimental data were 
greatly distorted. (But, as discussed above, the 
A2 parameter was found to be very informative 
with respect to the theoretical data. Therefore, 
one of the recommendations is to rerecord data 
with better low frequency content.) 
RISON OF THEORETICAL 
ERIMENTAL SPECTRA 
A comparison of the theoretical lSMM) and 
experimenta 1 power spectra is shown in Fig. 11. 
The data used in generating these plots were the 
pulse-echo data described in Section 3 of this 
report. Each plot was normalized by its peak 
value; hence, the largest value in each plot is 
unity. The left-hand plots -- Fig. 11 (a,b, and 
c) -- are from the 100 ~M by 400 ~M defect at polar 
orientations of 30, 60, and 90 degrees, respective-
ly. The right-hand plots -- Fig. 11 lc,d, and e) 
are from the 200 ~M by 400 ~M defect at the same 
three orientations. Note that Fig. ll (a and b) 
have favorable comparisons over the entire fre-
quency range of 1.0 to 8.8 MHz. Fig. 11 {d) com-
pares quite well up to 1.0 MHz. The remaining 
figures are slightly stretched in the mid-frequency 
range, but the general shapes of the theoretical 
and experimental curves are the same. Also, note 
that all six plots compare favorably in the long 
wavelength (low frequency) regime. 
_Unfortunately, there was much variation in 
the experimental data. Low signal-to-noise ratio 
caused the defect's impulse response to be un-
recognizable in about 30 precent of the experimen-
tal data. 
The major reasons for differences between 
the theoretical and experimental data are: (1) 
limited transducer bandwidth at the low and high 
frequencies; (2) error in experimental measure-
ments ; and ( 3 J pass i b 1 e divergence in the theory 
at high frequencies. 
The plots in Fig. 11 show that marginal 
information relative to the shorter defect size 
parameter "A" is contributed by the spectral 
moment primary features. Note that there is very 
little shift in the major peaks between the 100 ~M 
by 400 ~M plots and the 200 ~M by 400 ~M plots. 
However, it does appear that plots having the 
larger "A" dimension also have a greater "ripple" 
in their spectra. This ripple could be quantified 
by performing a cepstrum transformation on the 
defect's time domain impulse response. Another 
method of quantifying this ripple is by application 
of J. Rose's sine transformation inversion tech-
nique r7J. Both approaches will be investigated in 
next year's work. 
The variance in the experimental data is 
demonstrated in Fig. 12. The outer ring {a=60°) 
time domain defect impulse responses for experiment 
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Fig. 9. 
METHOD 3: 
EQSA PE 
METHOD 1: 
BORN PMC 
(orientation error in 
each of the 8 experi-
mental samples using 
ALN models) 
"-------
ERROR 'lj!' 
(DEGREES) 
ERROR 1 lj! 1 
{DEGREES) 
0 
ERROR I q; I 
{DEGREES) 
ERROR I tP I 
{DEGREES) 
METHOD 2: 
BORN PE 
PMC: PITCH-MULTIPLE-CATCH 
PE: PULSE-ECHO 
METHOD 4: 
SMM PE 
Scatter plot illustrating the error between the true and estimated defect orientation. (Perfect estimation would result in no scatter about the 0° point.) 
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w 
U1 
co 
Primary 
Feature 
Primary 
Feature 
Table 4. Important features selected by the ALN models to estimate A, B, n, ~. 
Receiver 
Group 
OR 
OR 
OR 
IR 
IR 
IR 
IR 
IR 
IR 
OR 
OR 
OR 
IR 
IR 
IR 
IR 
IR 
OR 
OR 
OR 
IR 
OR 
IR 
IR 
IR 
Receiver 
Group 
OR 
OR 
IR 
OR 
B-plane 
a-plane 
OR 
All 
All 
All 
OR 
All 
All 
All 
OR 
a) BORN PMC 
Secondary Feature Description 
Circular variance 
s-part of circular mean 
Circular mean 
Average of S.D.'s for CRT's 
RI ratio for T ~ 0 
RI ratio for T = 90 
Second eigenvalue of P-matrix 
S.D. of S.D.'s for CRT's 
Circular Variance 
Circular Variance 
c-part of circular mean 
Circular mean 
c-part of circular mean 
RI ratio for T = 0 
RI ratio for T • 90 
RI ratio for T = 270 
S.D. of S.D.'s for CRT's 
Circular Variance 
Circular mean 
S-part of circular mean 
RI ratio for T = 90 
Circular variance 
RI ratio for T = 90 
RI ratio for T = 180 
RI ratio for T = 270 
d) SMM PE 
Second~ry Feature Description 
Average value 
S.D. 
Circular variance 
C-part of circular mean 
Ratio of fnner to outer power 
First moment 
Circular mean 
First eigenvalue of c-matrix 
Second eigenvalue of C-matrix 
Third eigenvalue of C-matrix 
Average value 
First eigenvalue of C-matrix 
Second eigenvalue of C-matrix 
Third eigenvalue of c-matrix 
Average. value 
Useful 
For 
Estimating 
B, a 
B, a 
B 
A 
a 
a 
A 
B, a 
B, a 
B 
B, a 
a 
01 
a 
a 
G 
A 
B, ~ 
B, 01 
B 
G 
A 
G 
G 
G 
Useful 
For 
Estimating 
a, 
A, a 
a 
B 
G 
G 
B 
A 
A 
a, 8 
B 
A 
B 
A, B 
B 
Primary 
Feature 
Primary 
Feature 
Receiver 
Group 
IR 
IR 
OR 
OR 
OR 
IR 
All 
OR 
Receiver 
Gronp 
IR 
OR 
OR 
IR/OR 
a-plane 
OR 
OR 
a-plane 
$-plane 
All 
OR 
b) BORN PE 
Secondary Feature Description 
Average value 
S-part of circular mean 
S.D. 
Circular mean 
C-part of circular n1ean 
Average value 
Third eigenvalue of C-matrix 
S-part of circular mean 
c) EQSA PE 
Secondary Feature Type 
Average value 
Average value 
S.D. 
Ratio of averages 
Average value 
Circular variance 
Circular mean 
Second moment 
Ratio of inrter to outer power 
first eigenvalue of c-matrix 
Average Value 
Total power 
First moment 
Second moment 
A2 coefficient 
Inner ring 
Outer ring 
Useful 
For 
Estimating 
A, B, a 
A, ll 
B, a, B 
a 
A, G 
A, B 
A, B 
<> 
Useful 
For 
Estimating 
A, B 
A, B, a 
A, B, a 
<> 
A, B, a,B 
a, G 
a 
A 
A 
" A, a, a.,a 
0 = 180 
. I 
: I 
:I. 
.. ;/ 
X 0 = 0 
BORN .... 
EQSA -·-·-
SMM 
EXPERIMENTAL 
90 
.1' 
y 
f'''. "" / 
. ./ 
i I 
I 
I 
\' 
. \ 
\ \ 
\ ....... 
""")... ...... 
..... 
a) TOTAL POWER (PT) 
-
DEFECT SIZE: 100 X 400 ~M OBLATE SPHEROID 
DEFECT ORIENTATION: a = 30°; 8 = 180° 
TRANSDUCERS: 8 IN INNER RING (6=30), PULSE-ECHO MODE 
FREQUENCY RANGE: 1.0-8.8 MHz • 
........... 
-- ..... 
\ 
' 
' I
\ 
...... 
..... 
...... 
I 
I 
I j. 
I j. 
,..,...~ i 
..... . 
.......... -~ 
-<' 
X 
c) SECOND MOMENT (~ 2 ) d) LONG WAVELENGTH 
COEFFICIENT (A2) 
) 
Fig. 10 Polar plots of the four primary spectral features versus azimuthal transducer position for a 
spheroidal void in titanium, comparing experimental data to theoretically-generated data 
(BORN, EQSA, SMM) 
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100 ).1M X 400 \.1M 200 ).1M X 400 ).1M 
(a) 8 = 30 ° (d) 8 = 30 ° 
Power . 8 p~ .8 
• 6 .6 
• 4 
.4 
. 2 .2 
1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8 
Frequency (MHz) Frequency (MHz) 
(b) 8 = 60° (e) 8 = 60° 
Power .8 Power .8 
.6 
.6 
• 4 .4 
• 2 
.2 
I 
1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8 
Frequency (MHZ) Frequency (MHz) 
(c) 8 = goo 8 = go• 
Power • 8 PCMer .8 
• 6 
.6 
• 4 .4 
.2 
.2 
12 3 4 56 78 1 2 3 4 5 6 7 8 
Frequency (MHz) F:J:"cqucnry (MHz) 
Fig. ll. Comparison of the theoretical (SMM) and experimentally obtained power spectra. Each curve was 
normalized by its peak value. The left three plots are for a 100 ~M by 400 ~M oblate spheroid 
at pulse-echo transducer orientations of 30, 60, and 90 degrees. The right three plots are for 
200 ~M by 400 ~M oblate spheroid at the same PE transducer orientations. 
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0 
-7.1~------------------------~ 
+7.1~--------------------------~ 
0 
-7.lL~--------------------------J 
+7.1~---------------------------, 
-7.~ 
0 
+7.} 
12.3 db 
0 
-7.1.~------------------------~ 
-7.1.~----------------====-=--d 
+7.1~-------------------------; 
15.9 db 
0 
90° 
-7.1.~----------~----------~ 
+7.1T-------------------------; 
12.3 db 
-7.1 
l 
Eac~ frame is 1.2 ~sec. 
Fig. 12. Experimental pulse-echo responses from A 200 by 400 micron oblate spheroid showing the variance 
in the data. All experimental waveforms should by identical. The defect axis of symmetry is 
normal to the page. The transducers are located on the outer ring (e=60°). (db values are 
derived from mean peak-to-peak levels) 
361 
~ 
number 1 of Table 2 are shown. This PE experiment 
was a 200 pM by 400 pM defect having an orienta-
tion at a= 0° and a= 0°. All outer ring trans-
ducers therefore have the same polar orientation 
with respect to the defect's symmetry axis. Hence, 
all waveforms should be identicdl. Note, however 
that differences in peak amplitude vary uo to 4,7' 
decibels. Also, the waveforms taken at ~ = 0, 45, 
and 90 degrees appear to have quite different 
shapes than those at~ = 225, 270, and 315 degrees. 
Variations of this kind undoubtedly contributed 
to the error in the ALN size and orientation eval-
uations. This source of variation in the experi-
mental data can be termed an "irreducible error" 
source because it provides a lower bound to the 
modeling error. This lower bound is not known at 
present but, as seen in Fig. 12, it is certainly 
non-zero. 
DISCUSSION 
The correlation coefficients (Pi j) were 
computed between the secondary features involving 
A2, and ·the defect geometry parameters A, B, a, 
and a as a means of measuring the defect geometry 
information content of A2. The p· j's were com-
puted on the EQSA data over the 2!6 theoretical 
experiments, as: 
Pi ,j = a .a. 
1 J 
where the a's are the standard deviations of the 
variables. A correlation of 0.97 was found to 
exist between the defect's larger radius (B) and 
the average of the eight A2 coefficients computed 
around the outer ring. The significance of this 
high correlation is better demonstrated in Fig. 13 
where B is plotted against the average outer ring 
A2 feature. All 240 experiments are represented 
here. Only three values of B were present in the 
data base, 200, 300, and 400 microns. The heavy 
solid lines indicate the maximum spread of the A2 
secondary features. Note that the trend is linear 
and the lines do not overlap. 
The conclusion is that a good estimate of the 
defect's larger radius can be found directly from 
the average of several spatial estimates of A2. 
A more precise estimate could be found by combining 
A2 with other features via ALN's. 
A high correlation of 0.96 was found between 
the defect's polar angle (a) and the ratio of the 
average inner ring A2 to the average outer ring 
A2. A plot of a versus this ratio feature is 
illustrated in Fig. 14. Again, 240 experiments 
were represented, and the solid lines indicate a 
maximum spread rather than a standard deviation. 
There were 10 different values of a in the data 
base from 1.0 to 89.0 degrees. Note the linear 
trend in a as the A2 ratio increases. The spread 
of these ranges may be reduced greatly by consider-
ing only receivers in the a-plane. 
One of the resultant ALN's is shown in Fig. 
15. This model was trained with BORN-generated 
pulse-echo data to estimate the defect's polar 
angle (a). Each "element" in the network consists 
of a six-term quadratic multinomial of two imput 
variables (~ith the exception of element "f" which 
has only four terms). The input features at the 
left of Fig. 15 are the "secondary" spatial features 
computed from the scattered ultrasonic waveforms. 
The outputs of the leftmost elements provide in-
puts to subsequent elements. The rightmost element 
output renders an estimate for a. Nesting, or 
"layering", of polynomials as shown allows for 
many hundreds of nonlinear terms to be represented 
in a compact form. The ALN model_. structure, as 
well as the weighting coefficients, are developed 
from the empirical training data. 
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DISCUSSION 
Don Thompson (Science Center): Was there anything evident in the treatment, Mike, that would indicate 
a systematic preference for the pulse-echo rather than pitch-catch technique? 
M. F. Whalen (Adaptronics): The tracking of the polar angle seemed to be much better for the pulse-echo 
than it did for the pitch-catch. The thing that I can think of offhand is that the Born approxima-
tion is most accurate in the back scattered direction. 
Walter Kohn (Materials Research Council): Could you explain the rationale behind the polynomial expres-
sion that you use in your scheme? · 
M. F. Whalen: It is basically an empirical modeling process in which we take all pair-wise combinations 
of the candidate features and obtain a best fit to the dependent variable that we are trying to 
model. In the process only the best candidates will survive. We do this first by considering all 
the possible candidates; the ones that have survived the first layer will be used as candidates 
to go into the second layer: this is extended out to as many layers as are needed until we get a 
sufficient fit. But there are certain means taken to avoid overfitting. 
Anthony N. Mucciardi {Adaptronics): I could further answer the question. It is a multi dimensional 
phase shift, if you think about it that way. Consequently, any function could be represented as a 
power curve. Consequently, whatever underlying unknown transfer function there may be between 
defect size and parameters of the wave form, can be adaptively learned. The idea is to attempt to 
find if the underlying function can be represented by a polynomial. You have the ability to synthe-
size. The reason for the choice of the two term element has to do with computational efficiency. 
Bernard Budiansky (Harvard University): In view of that explanation, why learn on theoretical models 
rather than the actual experimental data? Why insert a Born approximation into it? 
Anthony N. Mucciardi: It is cheaper. If you have to learn on physical data, which is what we normally 
do, you spend many tens of thousands of dollars developing samples, even then you can't simulate all 
geometries and peculiarities. If you have a model that can, at least roughly, mimic a very expensive 
set of samples, you can generate your sample set in the computer. To me, the value of the thing is 
truly powerful because in principle, you may be able to simulate very strange geometries and put 
defects into very peculiar places by computer to generate a theoretical set of data. With any kind 
of luck, you will obtain a pretty good approximation of something which may be terribly expensive 
or impossible to build. 
Paul Holler {Saarbrucken University}: I would agree that having a forward series which fits is a very 
good basis for applying this empirical method to make the inversion, but I have two questions. Did 
you apply the minimization of the mean square or did you also apply a stockaster variation of the 
coefficients you get? The second question is, could you say in physical terms which variables sur-
~ived in the particular cases? It is striking that with beta you only have two variables survived, 
in other cases up to twelve were required. 
M. F. Whalen: Each of the elements represents a least squares fit. The reason that we had only two 
variables that remained in the case of the beta term was simply that that was all that was needed 
to best solve that problem. The beta term was the easiest variable. We had two variables that did 
the best job and the process figured out that was all that was needed. The solutions for the size 
parameters were dependent on much more information. If you remember, the direction of beta can be 
best found by looking simply at the direction where the maximum power is directed. Nothing else 
is needed. 
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